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Thank you for purchasing the Nintendo 64 Controller Pak for the 
Nintendo 64® system. Before using the Né4 Controller Pak™, first 
read this instruction booklet and the instruction booklet for the 
Same Pak you are using. If, after reading all the instructions, you 
still have questions on using the N64 Controller Pak or the N6é4™ 
system, please call the Consumer Assistance Hotline at the 
number listed below. 


NEED HELP WITH INSTALLATION, 
MAINTENANCE OR SERVICE? 





AUTHORIZED REPAIR CENTERS” 
1-800-255-3700 
MON. - SAT., 6:00 a.m. to 9:00 p.m.; SUN., 6:00 a.m. to 7:00 p.m., Pacific Time 
(Times subject to change) 





AWARNING 
PLEASE CAREFULLY READ THE CONSUMER INFORMATION AND 


PRECAUTIONS BOOKLET INCLUDED WITH THE NINTENDO 44 SYSTEM OR 
GAME PAKS BEFORE USING THE N64 CONTROLLER PAK. THIS BOOKLET 
CONTAINS IMPORTANT SAFETY INFORMATION, 





N64 CONTROLLER PAK™ 


The N64 Controller Pak is a portable memory cartridge for saving 
game data, controller button configurations, built up character 
attributes and more, After saving the game information on a 
N64 Controller Pak, you can download the information again 
later or bring your Né4 Controller Pak with you and load your 
saved game information on any Nintendo 64 system. 


The Né4 Controller Pak will operate only 
with Nintendo 64 Game Paks displaying lay 
the N64 Controller Pak icon. Look for this fone 
icon to ensure compatibility with the N64 N64 Controller Pak™ 
Controller Pak. 30h 





N64 CONTROLLER PAK OPERATION 


After completing the setup for the N6é4 Control Deck and 
Controller as shown in the N64 Instruction Booklet, continue with 
the following instructions: 


1. Make sure the Power Switch of the Control Deck is turned 
OFF, 


ACAUTION 
TO AVOID ERASING YOUR STORED GAME INFORMATION FROM MEMORY, 


ALWAYS MAKE SURE THAT THE POWER SWITCH OF THE CONTROL DECK IS 
OFF BEFORE LOADING OR REMOVING THE N64 CONTROLLER PAK FROM 
THE CONTROLLER. 





SM, TM, and @ are trademarks of Nintando of America Inc. 
©1996 Nintendo of America Inc. 


2. Load the Né4 Controller Pak so that it is fully inserted into the 
connector on the bottom of the controller as shown. 5. Alabel has been provided to write down the game 
information stored on your N64 Controller Pak. Use a pencil, 
so later you can make changes. Please affix 
Controller Pak the label to the N64 Controller Pak as shown below. 


Connector 


Controller Pak 
Label 





ACAUTION 
ALWAYS CHECK THE N64 CONTROLLER PAK EDGE CONNECTOR FOR 





| FOREIGN MATERIAL (WHICH CAN DAMAGE THE CONTROLLER) BEFORE 
ATTEMPTING TO LOAD THE Né4 CONTROLLER PAK INTO THE CONTROLLER. | 





Controller Pak 


$3. The N64 Controller Pak can save up to 123 "pages" of 
information. The number of pages required to save the 
game information is different for each Game Pak. 


Consult the instruction booklet for the Game Pak you are 
using for detailed instructions on saving your game 
information and the number of pages required. 


4. To remove the N6éd4 Controller Pak from the Controller after 
you have saved your game information, turn the Power 
switch of the Control Deck OFF. 

Press and hold the lock release button on the bottom of the This official seal is your assurance that Nintendo has reviewed this product 
controller while removing the N64 Controller Pak from the and that it has met our standards for excellence in workmanship, reliability 

Controller as shown. and entertainment value. Always look for this seal 


when buying games and accessories to ensure 





complete compatibility with your Nintendo product. 


Lock Release 
Button 





Al Manno rich are ioe by sake for Lie ony atin ofer auihorized 
Products Daring the Official Mimands Seal of Quanity.” 
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